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LBLB  LEFT LANE
CLOSED
AHEAD

LB ROADWORKAHEAD

TRAFFIC CONTROL EQUIPMENT TOTALS1 x Arrowboard (Single)62 x Channelizers5 x Little Buster Sign Stand1 x W4-2  Left Transition3 x W20-1  Road Work Ahead1 x W20-5 right lane closed ahead

LBROADWORKAHEAD
LB ROAD WORK AHEAD

RECOMMENDED DELINEATOR/CONE& SIGN PLACEMENT POSTEDSPEEDLIMIT MINIMUM TAPER LENGTHFOR 12-FT LANEMERGING SHIFTING SHOULDER MAXIMUM CHANNELIZERSPACING  TAPER               TANGENT 
MINIMUM SIGNSPACING(ADVANCE OF TAPER& BETWEEN SIGNS) 20  MPH 25  MPH 30  MPH 35  MPH 40  MPH 45  MPH50  MPH 55 + MPH 

* * * 

80  FT. 125  FT. 180  FT. 245  FT. 320  FT. 540  FT. 600  FT. 660  FT. 

40  FT. 63  FT. 90  FT. 123  FT. 160  FT. 270  FT. 300  FT. 330  FT. 

27  FT. 42  FT. 60  FT. 82  FT. 107  FT. 180  FT. 200  FT. 220  FT. 

20  FT. 25  FT. 30  FT. 35  FT. 40  FT. 45  FT. 50  FT. 50  FT. 

40  FT. 50  FT. 60  FT. 70  FT. 80  FT. 90  FT. 100  FT. 100  FT. 

100  FT. 100  FT. 250  FT. 250  FT. 250  FT. 350  FT. 350  FT. PER TABLE 'A' 
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