P:\Restaurant\Starbucks\NICH20-0096 - Starbucks - Rte 291 & 150\500-Deliv\BIM\01-WIP_Models\88084-001_63039_MO_Rt.291 & 150_LLC.rvt

7/14/2020 3:15:36 PM

NOTE:

SHELL GENERAL CONTRACTOR TO VERIFY FINAL

> o
c 3
©
o o
E &
° 3
O o
2) 1" (25MM) DIA. c -
8 5P FRom bt pos LOCATIONS OF ALL DRIVE-THRU EQUIPMENT WITH o
1" (25mm) DIA. STUB-UP FROM TENANT DRAWINGS. -
ELECTRICAL PANEL 314" (20mm) DIA. wl o 3
DOS CONTROL BOX ABOVE onon 2" (5OMM) STUB-UP FROM c Q
ATTACHED TO GANOPY WQ DETECTOR LOOP (/)] ° g
a
1" (25MM) - | ® C =
g‘?bIBG-S; 4'-7 1/4:1 © 2018 STARBUCKS COFFEE COMPANY 8 1)\
>
(2)C4X7.25 ) - e ) N o
] — e o o Z | STARBUCKS® ° 2
u z WELDEDTO & |V r-owz Lisw Tl ooz 112 o 2401 UTAH AVENUE SOUTH o &
| E §D§$IE_ gCSE \; 7 # 7 — SEATTLE, WASHINGTON 98134 = 8
3 ‘ (206) 318-1575 w9
e MFR. (TYP. AT [© | | ] % — [
EACH BASE k @— % THESE DRAWINGS AND THE PROJECT MANUAL ARE ; g
X -—|— — ] — ey PLATE) - © U CCONFIDENTIAL AND SHALL REMAIN THE SOLE PROPERTY OF S
oPY R By CUT OUTS STARBUCKS CORPORATION, WHICH IS THE OWNER OF THE > A
SQSE CENTER OF (2) SHIN —— X & — | SEE GROUND FOOTING ) (NWHOLE OR IV PART) SHARED WITH THIRD PAATIES OR USED P
CANOPY BASE | ‘ - ° DETAIL FOR ROD LENGTH IN ANY MANNER ON OTHER PROJECTS OR EXTENSIONS TO THIS (o) <1>.)
SHROUD A A F ‘ | % 37658?; lé:r ‘ / SEE SEPARATE DETAIL FOR ANCHOR ROD PATTERN IN FOUNDATION m P R Ny o 5
A B - 3) 1/2" HEAVY HEX NUTS SPECIFICATIONS ARE INTENDED TO EXPRESS DESIGN INTENT
CONCRETE g - = BASE PLATE / f& CVASHERAGALVANIZED ALTERNATE ADHESIVE POST-INSTALLED ANCHORS: G A ATV NG B0 NO T REML L AT SE. O c
| - | (TYP) ——— | ] HILTI 1/2" DIA. HVU ADHESIVE CAPSULES AT 8" EMBEDMENT WITH A36 h CONDITIONS. NEITHER PARTY SHALL HAVE ANY OBLIGATION %) [J]
FOOTING ~ T TACK HOT-DIPPED GALVANIZED THREADED STEEL RODS AND HARDWARE. NOR LIABILITY 10 THE OTHER (EXCEPT STATED ABOVE) UNTIL A < S
E?\EOPY | L L (4) THRU i, L NUT (8) REQUIRED (7)) 3 S
FRONT 434" HOLES FOR 4.3/4" TO A
) EDGE OF g MOUNTING i ROD 1/2" HEAVY HEX (4) 1/2" DIA. A36 THREADED HOT DIPPED GALVANIZED Z | STARBUCKS TEMPLATE VERSION 2020-04-20 | < O
T DRIVE LANE (TYP. AT EACH NUT WITH WASHER  ANCHOR RODS WITH GALVANIZED HARDWARE -~
. SIDE i . BASE PLATE) —/ ) - o
Ea /||’ EQ g v-s2 L . rese L ’ SITE-SPECIFIC FOOTING ENGINEERING REQUIRED BY LICENSED ENGINEER NORR
@TE - DOS CONTROL BOX CONDUIT STUB-UPS AT CANOPY @DT POS CANOPY BASE PLATE @DT POS CANOPY ANCHOR ROD
L
w
1T
L 4-51/2" L L 5'-10 1/2" L 4 < O
1 i 0 O
b f i ; - 1 X > I
ot Q O
OPEN WIRE >= D -~
Zl 28 Z O
z| &3 o W W=
- o a'ed i
| — OPENWIRE O
MESH ALL ANCHORS TO BE PROVIDED BY G.C. ‘ 7)) 3 % |
STEEL BASE PLATE . > :
WELDED TO STEEL BASE COVER OUTLINE ALL CONDUIT STUB-UPS TO - L. AN ; (@) i ( I ) E
. POSTS BY MFR. BE 3" ABOVE FOOTING O .- T Sz
s o OUTLINE OF BASE = — - Z :)
v 1/2" HOT DIPPED » PLATE (TYP.) ELECTRICAL | ROUTE e @ O = 8
> GALVANIZED (8) ANCHOR BOLTS STUB-UP CONDUIT PER Lu Mo s — m
LEVELING NUTS 2 on o ELECTRICAL 4 =2 L 4d—=0 D
(8) REQUIRED . EBS%SE CONCRETE HAAA g“l"—UPBO lSJPS SITE PLAN = |2 ®) LLl 8= =z
g < a
s 4 = |Zal! #2385 - NV
NON-STRUCTURAL = -
BASE COVER . L DETECTOR Q = L QmwnYX¥ LN (|
g LOOP STUB-UP O 3D O 3w w o ) m
NATURAL GRADE K - dIEm O ¥ W< (W
OR ENGINEERED @ al™ I o o v~ Jd o — ]
] °
&) e [V I — /= Vol N O LA
, 1 ~ l +r L _
& | i . T . T STORE #: 63039
. < I
R 5 S paideln i, ¥ | | | | O > ||ProJECT #: 88084-001
y»— 6" MIN. = I © ® ISSUE DATE: 07-13-2020
5z I N T *L - - ‘L - - -—! 4 -—r - ‘L - -~ LLI | (SR DESIGN MANAGER: K. GORIN-SLONSKI
S J) ® ] | | | | PRODUCTION DESIGNER: A MAUSER
<8 CONDUIT = °l S UPLIGHT | I o 0O ||creckensy: NORR
wp NI + ‘ STUB-UP ‘ # I g
wwn " |
69 (8) 112" DIA. ] 4 } | 3 —
z i GALVANIZED ANCHOR RODS ol T L ! T : J— o 2 Revision Schedule
o WITH 6" MIN. EMBEDMENT; Wi | ‘ [ ' W v B 5 Deserini
35 4" PROJECTION ABOVE FOOTING ® | I | Q (O] ev, Date | By escription
&9 (TYP. AT EACH PLATE) ° I [ ‘ [ [ L
. \ [
- o —
: 7 | | \ | :
3 CLR [ #4 AT 12" 0.C. EACH WAY, T “ T ’ T " T : 2]
A . TOP & BOTTOM 63/4" |;11/2"‘V 8" L 1'-13/4" \ 1'-13/4" L 8" 1}1/2"\/6 3/4" L
-6 — T ’[/ T — a SHEET TITLE:
7 ARCHITECTURAL SITE
l SITE-SPECIFIC FOOTING ENGINEERING REQUIRED BY LICENSED ENGINEER 56 DETAILS
SCALE: AS SHOWN
@ FOOTING AT DT DOS CANOPY @ DT POS CANOPY BOLT PATTERN SHEET NUMBER:
—Srme bR =S —=—40—
A005
O o O o oo
o g ad
1
2 NO WMo O
ST oFq o
O O N~ N~
O3 oo oo
(2]
=
O
2]
>
l_I_J
[a'ss (V]
() Q
) c w0 N
N o < c
QI .5 o o
Ol 8 o o
Al = o n
| -
5 o Q
or 5 o o
= v c c
2/ 06  ©®
a v a < C
s}
@] o e o 0 RS
© C g C v @
PEES S
=
s £E g g
O Q0 0+ O v
C - C
> > > =
v 2o 3o 2
[aNCNaNONUNe
: N
oo Oy ™M
zZ0O0L 50 < 0

CASCO DIVERSIFIED CORPORATION
CERTIFICATE OF AUTHORITY
#000613  12/31/21

08-20-20
PROFESSIONAL OF RECORD

Buerk Ill, Thomas E.
License NO. PE-2018000174
Expiration Date 12/31/20

Drawn By/Checked By: MEB/TEB

Project Number 320488

Permit Date 06-17-20

SITE DETAILS

C4.2


AutoCAD SHX Text
C4.2

AutoCAD SHX Text
SHELL GENERAL CONTRACTOR TO VERIFY FINAL LOCATIONS OF ALL DRIVE-THRU EQUIPMENT WITH TENANT DRAWINGS. 


