
APPROVED/ACCEPTED BY:
ENGINEER, OWNER, or PRIME CONTRACTOR

Signature: _________________________________________

Company: _________________________________________

Check for Notice to Proceed.

Spacing Charts Based on MUTCD      Must be Approved by an Engineer
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Date: 1/11/2022 Project: NW LOWENSTEIN DR AT AUTUMN LN, LEE'S SUMMIT :
: Traffic Control Suggestion For: CAPITAL ELECTRIC :

By: Road Runner Safety Services, Inc. : Nathan

Comments: 

Drawing not to scale. Traffic control plan must be approved by an engineer. This is a suggestion
only. Road Runners Safety Services, Inc. has no liability for this suggested traffic control plan.
Actual placement and spacing of all traffic control devices will depend on field conditions and
must conform to MUTCD standards.
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Traffic control in box will move along indicated route.

The first 300 ft of the work area will be in east bound lane,
then the next 300ft will be in the west bound lane.

Legend

Scope of Work

Sign

Trimline

Type III Barricade

Work Area

Manifest

2 x One Lane Road Ahead

1 x Road Closed To Thru Traffic

2 x Road Work Ahead

1 x To Oncoming Traffic

15 x Trimline

1 x Type III Barricade

1 x Yield

NW LOWENSTEIN DR AT AUTUMN LN, LEE'S SUMMIT
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