
 
 
 

REVISION No. 3 
 
 
 

25618 W 103rd St, Olathe, KS 66061 
913.345.2127        smithboucher.com 

Deer Brook Plaza 
Smith & Boucher Project No. 2218000 

January 16, 2023 

To Documents Titled: Architect-of-Record: 
1121 & 1151 NE Rice Road 
Lee’s Summit, MO 64086-6788 
Permit Set 
June 10, 2022 

Icon Architecture + Fabrication 
506 Grand Boulevard 
Kansas City, MO 64106 

 

The Contract Documents for the above referenced project and the Work covered thereby are modified as described herein. 

DRAWINGS 
 

1. E3.11 
a. Revised one-line diagram to reflect what is being installed. 

 

END OF MEP ITEMS FOR REVISION NO. 3 



FEEDER SCHEDULE

DESCRIPTIONMATLTAG

(4)#3/0,#6G,2"CCU

EXISTING UTILITY
TRANSFORMER

COUNTERPOISE
CABLE

EXOTHERMIC
TYPE WELD

COPPERCLAD
STEEL GROUND

5/8"x10'-0"

ROD

SERVICE
SIZE

600 OR
800 AMPS

1,000 AMPS
OR MORE

400 AMPS
OR LESS

(*)

#3/0 CU IN 1" C.

#2/0 CU IN 3/4" C.

#1/0 CU IN 3/4" C.

NEUTRAL BUS

GROUND BUS

OR GENERATOR

NEUTRAL-GROUND BOND

(*) SEE
TABLE
BELOW

EXOTHERMIC WELD

METAL UNDERGROUND WATER PIPE:
REF: NEC 250.52.A(1)

METAL FRAME OF BUILDING OR STRUCTURE:
REF: NEC 250.5.B

PIPE CLAMP
(*) SEE
TABLE
BELOW

CONCRETE-ENCASED ELECTRODE:
REF: NEC 250.50(C)

#4 CU IN
1/2" C.

EXOTHERMIC WELD

20 LINEAL FEET OF
#4 BARE COPPER IN
CONCRETE FOOTING

(*) SEE
TABLE
BELOW

#6 CU IN
1/2" C.

ROD ELECTRODES:
REF: NEC 250.52(C)
(3) RODS, ARRANGED
IN A TRIANGULAR
ORIENTATION

MAIN SWITCHBOARD, PANELBOARD, 

EXOTHERMIC
WELD

DO NOT PLACE SMOKE DETECTOR
IN THIS AREA

WALL PHONE JACK

ACCESSIBILITY

ABOVE COUNTER DEVICES

16"
POWER/COMMUNICATION
DEVICES AND SYSTEMS
FURNITURE OUTLETS.

FINISHED FLOOR LEVEL

40"

48"

WITH SIDE

HORN

NON-ADJUSTABLE THERMOSTAT

VISUAL UNIT

54"

68"

80"

FINISHED CEILING
90"

AUDIO/VISUAL

1.PULL
STATION

12"
4"

4"

NOTES:

MOUNTING HEIGHTS SHOWN IN THIS
DETAIL ARE TYPICAL UNLESS SHOWN
OTHERWISE ON THE PLANS.

SEE ARCHITECTURAL ELEVATIONS FOR
SPECIAL CONDITIONS.  NOTIFY ARCHITECT
IMMEDIATELY OF ANY CONFLICTS.

2.

VISUAL UNIT (FIRE ALARM NOTIFICATION
DEVICES) DEVICE 80" ABOVE HIGHEST FLOOR
LEVEL OR 6" BELOW CEILING WHICH EVER IS
LOWER (ADA 2010). BOTTOM OF DEVICE 80" AFF
(NFPA).

AUDIO UNIT (FIRE ALARM NOTIFICATION DEVICE)
TOP OF UNIT AT LEAST 90" AFF OR 6" BELOW
CEILING WHICH EVER IS LOWER (NFPA).

AUDIO/VISUAL UNIT (FIRE ALARM NOTIFICATION
DEVICE) LOCATION DETERMINED BY VISUAL UNIT
REQUIREMENTS (NFPA).

PULL STATION (FIRE ALARM ACTIVATION DEVICE)
HIGHEST OPERABLE PART SHALL NOT BE MORE
THAN 48" ABOVE THE FLOOR (FRONT APPROACH)
ADA 2010. OPERABLE PART (T-HANDLE) SHALL BE
NOT LESS THAN 42" AFF (NFPA).

WALL MOUNTED OPERABLE DEVICES

OPERABLE DEVICES SHALL BE LOCATED 48" AFF. TO THE TOP OF OPERABLE PORTION OF
DEVICE. WALL MOUNTED TELEPHONES WITH SIDE ACCESSIBILITY MAY BE MOUNTED UP TO
54" AFF.  WALL MOUNTED OPERABLE DEVICES INCLUDE, BUT ARE NOT LIMITED TO THE
FOLLOWING:
   ADJUSTABLE THERMOSTATS.
   LIGHTING SWITCHES/DIMMERS/CONTROLS
   PUSH BUTTONS
   OTHER CONTROL OR "CALL" DEVICES

POWER/COMMUNICATION DEVICES:

OUTLETS SHALL BE LOCATED 16" AFF TO THE BOTTOM OF THE BOX.  "ABOVE COUNTER"
DEVICES SHALL BE LOCATED AT 48" TO THE TOP, OR 2" ABOVE BACKSPLASH TO THE BOTTOM
OF THE BOX WHEN LOCATED ABOVE FIXED CASEWORK. (PLAN DESIGNATION            ).
VERIFY W/ ARCHITECTURAL DETAILS.

TOP OF
DETECTOR
ACCEPTABLE
HERE

WALL
MOUNTED
OPERABLE
DEVICES

84"

JUNCTION BOX
FOR CONCEALED
DURESS BUTTONS

CARD READERS/
KEYPADS

TELEVISION OUTLET
(UNLESS NOTED
OTHERWISE ON PLANS)

CLOCK RECEPTACLE

EXISTING UTILITY
TRANSFORMER

3P-

3P-

200A

200AM
200

M
200

DEMOLITION GENERAL NOTES:

UNLESS NOTED OTHERWISE, SERVICES AND EQUIPMENT
SHOWN IN FULL TONE OR FULL TONE AND DASHED ARE
EXISTING TO BE DEMOLISHED AND HALF TONE ARE EXISTING
TO REMAIN.

1.

VERIFY IN FIELD SIZE OF CONDUCTORS AND VERIFICATION OF
NEW WORK COMPATIBILITY FOR AMPERAGE CAPACITY. IF NOT
SIZED PROPERLY, DEMO EXISTING CONDUCTORS AND INSTALL
PER NEW WORK. THIS IS A 208V 3 PHASE SYSTEM.

EXISTING METER BANK AND EQUIPMENT TO
BE DEMOLISHED. REFER TO NEW RISER
DIAGRAM FOR ADDITIONAL INFORMATION.

M

IF THE EXISTING CONDUCTORS NEED TO BE RESIZED. PROVIDE CONDUCTORS
SIZED FOR 600A AT (2) SETS OF 3 #350, #1G., IN 2-1/2"C. (COPPER)

SERVICE
DISC.
600A

NON-FUSED
NEMA 3R EXTERIOR WIREWAY

(SIZE AS REQUIRED) REFER TO SERVICE GROUNDING
DETAIL THIS SHEET.

MM M

3P-
200A

FUSED

1155 1157 1159

PANEL
C

PANEL
D

PANEL
E

NEMA
3R

3P-
200A

FUSED
NEMA

3R

3P-
200A

FUSED
NEMA

3R

Kansas City,   MO 64106
p:816.221.0250  f:816.221.0251
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ELECTRICAL
REVISION 1-16-23

ASI No. 1


