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Date: 11/28/2023 Project: NE DOUGLAS ST AT NE TUDOR RD  SB :
: Traffic Control Suggestion For: ERVIN CABLE CONSTRUCTION :

By: Road Runner Safety Services, Inc. : Nathan

Comments: 
Drawing not to scale. Traffic control plan must be approved by an engineer. This is a suggestion
only. Road Runners Safety Services, Inc. has no liability for this suggested traffic control plan.
Actual placement and spacing of all traffic control devices will depend on field conditions and
must conform to MUTCD standards.
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Date: 11/28/2023 Project: NE DOUGLAS ST AT NE TUDOR RD  NB :
: Traffic Control Suggestion For: ERVIN CABLE CONSTRUCTION :

By: Road Runner Safety Services, Inc. : Nathan

Comments: 
Drawing not to scale. Traffic control plan must be approved by an engineer. This is a suggestion
only. Road Runners Safety Services, Inc. has no liability for this suggested traffic control plan.
Actual placement and spacing of all traffic control devices will depend on field conditions and
must conform to MUTCD standards.
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Date: 11/28/2023 Project: NE TUDOR RD AT NE DOUGLAS ST  WB :
: Traffic Control Suggestion For: ERVIN CABLE CONSTRUCTION :

By: Road Runner Safety Services, Inc. : Nathan

Comments: 
Drawing not to scale. Traffic control plan must be approved by an engineer. This is a suggestion
only. Road Runners Safety Services, Inc. has no liability for this suggested traffic control plan.
Actual placement and spacing of all traffic control devices will depend on field conditions and
must conform to MUTCD standards.
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Date: 11/28/2023 Project: NE TUDOR RD AT NE DOUGLAS ST  EB :
: Traffic Control Suggestion For: ERVIN CABLE CONSTRUCTION :

By: Road Runner Safety Services, Inc. : Nathan

Comments: 
Drawing not to scale. Traffic control plan must be approved by an engineer. This is a suggestion
only. Road Runners Safety Services, Inc. has no liability for this suggested traffic control plan.
Actual placement and spacing of all traffic control devices will depend on field conditions and
must conform to MUTCD standards.
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