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   Stair - A - 250 gpm @ 103 psi
   Stair - B - 250 gpm @ 103 psi
   Stair - B - 250 gpm @ 103 psi

                   750 gpm @ 154.2 psi Total

NFPA 14 - 2016 Hydraulic Design Criteria:
Class I Standpipe - Wet - Manual
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TOP of SUBFLR. 3rd FLR.

TOP of SUBFLR. 2nd FLR.

BSMNT T/SLAB

PLATELINE at 2nd FLR.

PLATELINE at 3rd FLR.

TOP of SUBFLR. 1st FLR.

T/SLAB @ 1st FLR.

4TH FLR PLATELINE

PLATELINE at L.L.

PLATELINE at 1st FLR.

TOP of SUBFLR. 4th FLR.

T/FDTN

2" Test N Drain

4" Underground, by others

4" Flowswitch

 - USC Approved

Fire Department Connection 
4"  30° Storz

Gauge Assembly

4" Check Valve

2" DCDA GG 

Spare Head Box

4" Riser Piping

-to Outside - COJ

4" x 1'-6 w 4" GSN
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3 2 - 2" Butterfly Valve - w tampers

6 - 1" Test N Drain
7 - 1" Common Drain

7
5 - 2" Flowswitch

1 4

3 - 2" Check Valve

6

2 1 - Vertical Feed Piping

4 - Gauge & Pressure Relief

5
± 3'-6 AFF

Hose Valve Detail

2½ Gr Hose Valve

4 Standpipe

Floor Clamp

- Site Map - 

4"                           15'-0
6"                           15'-0

from finished ceiling

CADDY 37 Eyelet or similar

1" Threaded Outlet

2"                           12'-0

ADJUSTMENT

Swivel Ring

Washer

Rod

1"                           12'-0

All

1/8"

Standpipe Hanger Detail

2-1/4" DIA.

1-1/4" (31,8 mm)

Pipe Size       Max Hanger Spacing

1/2" (12,7 mm)

1" Drop  COJ

2½"                        15'-0

PLATE

Lag Bolt

1/2" [13mm]

Pendent Sprinkler

3"                           15'-0

1/4" (6,4 mm)

Finished Ceiling

(57,2 mm)

2-7/8" DIA.

MAX. COVER

1¼"                        12'-0

(73,0 mm)

Note:  All Sidewall Sprinkler to be 12" max  

1" (25,4 mm)

(3,2 mm)

MOUNTING

Thread

Recessed Sprinkler Detail

1½"                        12'-0

Hanger Schedule for Steel Pipe

Steel Pipe

25'-0

5'-0

  --  ALL Steel Piping to be < Dashed >

2'-6
5'-0

10'-0

  --  ALL CPVC Piping to be < Solid >

1"

One Point of Restraint -- "N"

1½" - 3"

- All sprinkler material to comply with NFPA Standards. -

max
"M"

1¼"6'-0
1'-0

7'-0

max

Two Point of Restraint -- "M"
> 100 psi

4'-0
3'-0

1'-4
0'-9

Nominal Pipe Size

"N"

7'-0

Any

0'-6

2'-0
5'-0

¾"

- Tolco B3184 -

4'-0

max

 CPVC Pipe Hanger Details

¾"
< 100 psi

- Tolco Fig 24 -

1'-0

- All sprinkler material to comply with NFPA Standards. -

> 100 psi

1¼" 1'-0

Distance

Nominal Pipe Size

5'-0

- Tolco Fig 23 -

1½" - 3"

1"

"N"

0'-9
< 100 psi

  --  ALL CPVC Piping to be ¾"  UNO --

    Supply Flow Test Data    
Test Conducted By Lee's Summit H20
Date of Test 1/24/2024
Location 5801 W 115th St
Hydrant Numbers 110010216
Static Pressure 86.000
Residual Pressure: 78.000
Flow 2000.00

Sprinkler Legend
Symbol Make SIN Quantity -K- Type Size Response Finish Temp Note

Viking VK3001 14 5.6 Upright ½ Quick Brass 175°F
Tyco TY2335 8 4.4 Horizontal Sidewall 1 Fast White RAL 9003 155°F
Viking VK486 12 4 Horizontal Sidewall ½ Fast White Polyester 175°F 16' x 18'
Viking VK468 77 4.9 Pendent ½ Fast White Polyester 175°F 18' x 18'

Total = 111

Top of Deflector

2-1/4" DIA.

PLATE

Mounting Surface

(73,0 mm)
2-7/8" DIA.

Horizontal Sidewall Detail

(57,2 mm)

MOUNTING

- 5,268 ft² - 

- S
he

na
nd

oa
h 

Dr
 - 

- Clubhouse - 

- 19,775 ft² - 

- Building 3 - 

- 1
9,7

75
 ft

² -
 

- Blue Parkway - 

- B
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ld
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g 2
 - 

- Blue Parkway - 

2" Floor Valve Detail 

- Building 4 - 

- 19,775 ft² - 

- 1
9,775 ft²

 - 

- B
uild

ing 1
 - 

- 1
9,775 ft²

 - 

~ NTS

W E
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 ** All Exposed Piping to be Steel - UNO **

 ** Aux Drain **

UNIT A1
ALT 1

UNIT B2 ALT 1

ALT 1

UNIT A2
ALT 1UNIT A1

ALT 1
UNIT B2

ALT 1

UNIT B4

#006

#008

#002 #003

#005
#007

STO 19

REFUGE AREA

ST
AI

R 
B

ST
AI

R 
A

4. Continuous central monitoring of sprinkler systems per NFPA 72 to be by others.

      All Threaded piping to be SCH 40.

      -NFPA 13R 2016  & NFPA 14 2016

2.   All Grooved piping to be SCH 10.

      All Residential Piping to be CPVC.

SCALE

GENERAL NOTES

12. All piping at exterior wall penetrations to be Galv w Galv plate.

9. All patching and/or painting of penetrated drywall and masonry walls to be by others.

11. All marking or labeling of sprinkler piping to be by others.

13. - All Control Valves to supervised -- 

CONTRACT NUMBER1'-0

DESCRIPTION

2'-6
NC-1429

1/8" = 1'-0

LS Codes

25'-0

      - NFPA 25 for maintenance 

FP 1 of 3

1. This design is based upon the owner's acceptance of 

DATE

TOTAL HEADS FOR JOB

REVISIONS REVIEWING AUTHORITY

795

DRAWN BY

10. Building to be provided with adequate heat to prevent piping from freezing.

7. All underground work to be by others

3.  All sprinkler material to comply with all local requirements and applicable NFPA Standards.

6. All electrical wiring to be by others.

8. All painting of sprinkler pipe to be by others.5'-0
5'-0

10'-0

DRAWING NUMBER

DATE DRAWN

Graphic Scale:

JJR

-NFPA 13R - Ordinary Hazard Code Section

-NFPA 13 - Combustible Stairs Code Section

-NTS

All Open Web Wood Joists 

--CPVC Pipe Hanging Detail 

-NFPA 13R - Garage Door Code Section

-NFPA 13R - Shadow Area Code Section

Pendent Sprinkler Heads

Hang CPVC Piping on Bottom Truss

Ceiling Assembly

-06-18-2024-

-06-18-2024-

FDC Revised per City08-07 -Residences @ Blackwell -

Fire Protection Plan

Contract with:

130 W 9th Ave

< Submittal >

2840 SE Blue Pkwy

NORTH KANSAS CITY,  MO  64116
PHONE (913) 888-0647

Building 1.2.3.4

- Streamline Construction -

Fire Protection Plan

Suite 101

Lee's Summit, MO  64063

FAX (913) 888-0618

Alliance Fire Protection

-- Basement Floor Fire Protection Plan

- All Control Valves to supervised -- 

1¼
 -U

P

1¼
 -U

P

    Hydraulic Information    
 Remote Area Basement - Refuge Area - Light Haz

OCCUPANCY CLASSIFICATION Light Hazard
DENSITY (gpm/ft²) 0.10 for 900ft² (Actual 901ft²)
TOTAL HOSE STREAMS 100.00
TOTAL HEADS FLOWING 8
K-FACTOR 5.6
TOTAL WATER REQUIRED 224.16
TOTAL PRESSURE REQUIRED 73.346
SAFETY MARGIN (psi) +12.514 (14.6%)

-Stair B-Stair A-Stair Sectional View -

-See Floor Valve Detail --



- Site Map - 

4"                           15'-0
6"                           15'-0

from finished ceiling

CADDY 37 Eyelet or similar

1" Threaded Outlet

2"                           12'-0

ADJUSTMENT

Swivel Ring

Washer

Rod

1"                           12'-0

All

1/8"

Standpipe Hanger Detail

2-1/4" DIA.

1-1/4" (31,8 mm)

Pipe Size       Max Hanger Spacing

1/2" (12,7 mm)

1" Drop  COJ

2½"                        15'-0

PLATE

Lag Bolt

1/2" [13mm]

Pendent Sprinkler

3"                           15'-0

1/4" (6,4 mm)

Finished Ceiling

(57,2 mm)

2-7/8" DIA.

MAX. COVER

1¼"                        12'-0

(73,0 mm)

Note:  All Sidewall Sprinkler to be 12" max  

1" (25,4 mm)

(3,2 mm)

MOUNTING

Thread

Recessed Sprinkler Detail

1½"                        12'-0

Hanger Schedule for Steel Pipe

Steel Pipe

5'-0

25'-0
10'-0

5'-02'-6

  --  ALL CPVC Piping to be < Solid >
  --  ALL Steel Piping to be < Dashed >

1"

One Point of Restraint -- "N"

1½" - 3"

- All sprinkler material to comply with NFPA Standards. -

max
"M"

1¼"6'-0
1'-0

7'-0

max

Two Point of Restraint -- "M"
> 100 psi

4'-0
3'-0

1'-4
0'-9

Nominal Pipe Size

"N"

7'-0

Any

0'-6

2'-0
5'-0

¾"

- Tolco B3184 -

4'-0

max

 CPVC Pipe Hanger Details

¾"
< 100 psi

- Tolco Fig 24 -

1'-0

- All sprinkler material to comply with NFPA Standards. -

> 100 psi

1¼" 1'-0

Distance

Nominal Pipe Size

5'-0

- Tolco Fig 23 -

1½" - 3"

1"

"N"

0'-9
< 100 psi

  --  ALL CPVC Piping to be ¾"  UNO --

  --  ALL CPVC Piping to be ¾"  UNO --

Sprinkler Legend
Symbol Make SIN Quantity -K- Type Size Response Finish Temp Note

Tyco TY2335 31 4.4 Horizontal Sidewall 1 Fast White RAL 9003 155°F
Viking VK486 34 4 Horizontal Sidewall ½ Fast White Polyester 175°F 16' x 18'
Viking VK468 266 4.9 Pendent ½ Fast White Polyester 175°F 18' x 18'
Tyco TY2236 33 4.9 Pendent ½ Fast White RAL 9010 175°F Dry Res P

Total = 364

    Supply Flow Test Data    
Test Conducted By Lee's Summit H20
Date of Test 1/24/2024
Location 5801 W 115th St
Hydrant Numbers 110010216
Static Pressure 86.000
Residual Pressure: 78.000
Flow 2000.00

Top of Deflector

2-1/4" DIA.

PLATE

Mounting Surface

(73,0 mm)
2-7/8" DIA.

Horizontal Sidewall Detail

(57,2 mm)

MOUNTING

- 19,775 ft² - 

- Building 4 - 

- Blue Parkway - 

- S
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 ** All Exposed Piping to be Steel - UNO **

GARAGE 3

GARAGE 8

STO 12

GARAGE 6

STO 4 STO 10

GARAGE 14

GARAGE 9

GARAGE 7

STO 14 STO 16

STO 20

GARAGE 1

STO 22

I.T. CLOSET

STO 8STO 2

CLOSET

STO 6

?

MEP

STO 15

STO 21

STO 7

GARAGE 12GARAGE 10

GARAGE 15

GARAGE 13

CLOSET

JAN.

STO 3STO 1

GARAGE 11

STO 13STO 11

STO 17

STO 5

GARAGE 5

MECH.

#218

#103
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#206
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#209

#213

#201
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#208
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#106

#204

#217
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119
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#109

#210

#105

UNIT A1
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STUDIO
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ALT 2
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ALT

TYPE A
ALT 2
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5'-0

      All Residential Piping to be CPVC.

CONTRACT NUMBER
NC-1429

25'-0

TOTAL HEADS FOR JOB

7. All underground work to be by others
6. All electrical wiring to be by others.

2.   All Grooved piping to be SCH 10.

5'-0

10'-0

1. This design is based upon the owner's acceptance of 795

10. Building to be provided with adequate heat to prevent piping from freezing.

DRAWING NUMBER

GENERAL NOTES

9. All patching and/or painting of penetrated drywall and masonry walls to be by others.

Graphic Scale:

DESCRIPTION

2'-6

JJR

      - NFPA 25 for maintenance 

REVISIONS REVIEWING AUTHORITY

8. All painting of sprinkler pipe to be by others.

      All Threaded piping to be SCH 40.

12. All piping at exterior wall penetrations to be Galv w Galv plate.
13. - All Control Valves to supervised -- 

1/8" = 1'-0

FP 2 of 3

4. Continuous central monitoring of sprinkler systems per NFPA 72 to be by others.

      -NFPA 13R 2016  & NFPA 14 2016
SCALE

DATE DRAWN

11. All marking or labeling of sprinkler piping to be by others.
1'-0

LS Codes
DATE

DRAWN BY
3.  All sprinkler material to comply with all local requirements and applicable NFPA Standards.

-NFPA 13R - Ordinary Hazard Code Section

-NFPA 13 - Combustible Stairs Code Section

-NTS

All Open Web Wood Joists 

--CPVC Pipe Hanging Detail 

-NFPA 13R - Garage Door Code Section

-NFPA 13R - Shadow Area Code Section

Pendent Sprinkler Heads

Hang CPVC Piping on Bottom Truss

Ceiling Assembly

-06-18-2024-

-06-18-2024-

PHONE (913) 888-0647

Fire Protection Plan < Submittal >

-Residences @ Blackwell -

Suite 101
130 W 9th Ave

Fire Protection Plan

Building 1.2.3.4

Alliance Fire Protection

FAX (913) 888-0618

Contract with:

NORTH KANSAS CITY,  MO  64116

- Streamline Construction -

2840 SE Blue Pkwy
Lee's Summit, MO  64063

-- 1st Floor Fire Protection Plan

-- 2nd Floor Fire Protection Plan

**Air Venting shall be provided for each system, per NFPA.**

 ** See Riser Detail **

1¼
 -D

N

1¼
 -D

N

6'-8½

1'
-0

0'-6

0'-6

2'
-0

13
'-0

13
'-0

15
'-015
'-0

15
'-0

15
'-0

1'-0

17
'-0

1'-0

17
'-0

6'
-0

12
'-0

1'
-0

4'
-6

1'
-0

0'-6

0'-6

1'
-0

4'
-6

7'-0 6'-2

4'-7½ 8'-0 8'-0 4'-2½ 4'-5 8'-0 8'-0 4'-2½ 8'-04'-2½ 4'-2½8'-0 8'-04'-2½ 8'-0 4'-0½ 8'-0 4'-2½ 8'-04'-4½ 4'-2½8'-0 8'-04'-2½ 8'-0 4'-2½ 4'-2½ 8'-0 8'-0 4'-5

5'
-6

5'
-6

5'
-6

7'
-6

2'
-0

7'
-6

7'
-6

2'
-0

3'
-0

7'
-6

7'
-6

7'
-6

9'
-0

9'
-0

9'
-0

1'
-0

10
'-0

1'
-0

1'
-0

1'
-0

7'
-06'
-6

6'
-6

3'
-0

4'
-6

12
'-0

7'
-0

7'
-0

3'
-0

3'
-0

1'
-0

1'
-0

1'
-0

1'
-0

4'
-0

12
'-0

1'
-0

1'
-0

5'
-6

3'
-0

12
'-0

6'
-0

5'
-0

2'
-6

12
'-0

12
'-0 5'
-6

2'
-6

12
'-0

2'
-6

12
'-0

12
'-0

12
'-0

3'-6

12
'-0

12
'-0

3'
-0

12
'-0

12
'-0

12
'-0

12
'-0

3'-11

17
'-0

7'
-0

7'
-0

0'
-6

0'
-6

17
'-0

4'
-6

0'
-6

0'
-6

5'
-0

5'
-0

2'
-0

4'-0

4'-0

6'
-0

6'
-0

8'
-5

½

1'
-6

5'
-6

3'
-6

1'
-0

1'
-0

2'
-0

1'
-0

2'
-0

4'
-9

4'
-9

7'
-04'

-6

9'
-8

½

1'
-0

5'
-0

7'
-6

7'
-6

7'
-6

5'
-0

1'
-0

5'
-0

7'
-6

6'
-6 8'
-5

½

7'
-6

0'
-6

5'
-6

0'
-6

0'
-6

0'
-6

0'
-6

5'
-6

5'
-6

0'
-6

1'
-0

1'
-0

5'
-6

0'
-6

0'
-6

6'
-6

3'
-0

7'
-0

7'
-0

7'
-0 7'
-0

7'
-07'
-0

7'
-0

7'
-0 7'
-0

0'
-6

7'
-0

3'
-0 4'

-6

4'
-6 0'
-6

4'
-6

1'
-0

1'
-0

1'
-0

1'-5½
1¼

7'-10½
1¼
2'-7

1¼
1'-7

1¼
8'-11

1¼
2'-1½

1¼
7'-6½

1¼ 3'
-7

5'-6

0'
-1

1
1¼

0'-6

2'
-6

3'
-6

1¼
6'-10

1¼
4'-6½

1¼
9'-5½

1¼
8'-5

1¼ 6'
-8

1¼
7'-3

1¼
6'-0

1¼
3'-10

1¼
1'-0

1¼
9'-5

1¼
12

'-7
½

1¼
9'-10½

1¼
10'-3

1¼
9'-2½

1¼
9'-0

1¼
8'-2½

1¼
0'-10

1¼
6'-7½

1¼
8'-5

1¼
7'-8

1¼
2'-6

1¼ 9'
-6

½

1¼
9'-01¼ 2'

-0

1¼
3'-9

1¼
8'-10

1¼
1'-11

1¼
8'-7

1¼
8'-10

1¼
4'-0½

1¼
9'-2½

1¼
9'-8½

1¼
8'-3

1¼
1'-1½

1¼
1'-9½

1¼
8'-5

1¼
2'-6

1¼
8'-4½

1¼
8'-4½

1¼
9'-2½

1¼
3'-10

1¼
9'-2½

1¼
9'-5½

1¼
8'-0

1¼
8'-5

1¼
0'-10

1¼
12'-5½

1¼
4'-9

1¼
8'-4½

1¼
8'-5

1¼
4'-0½

1¼
8'-4½

1¼
4'-6

1¼
4'-3½

1¼
8'-2½

1¼
6'-0

1¼
2'-8

1¼
1'-9½

1¼
5'-3

1¼ 4'
-4

½

1¼
12'-5½

1¼
2'-2½

1¼
9'-4½

1¼
6'-2½

1¼
4'-6½

1¼
9'-10½

1¼ 2'
-9

½

1¼
4'-4

1¼
12'-5½

1¼
8'-5

1¼
5'-11

1¼
3'-1½

1¼
8'-4½

1¼
12'-10

1¼
1'-0

1¼
8'-4½

2'
-2

½

1¼ 5'
-3

1¼ 8'
-0 1¼ 8'
-0

1'-0
1¼

10'-3

1¼ 8'
-0

½

1¼
4'-3

1¼ 2'
-8

½

1¼
 -D

N

1¼ 1'
-5

1¼ 4'
-0

6'-02'-012'-02'-0

8'-
0

4
4'-9

4
183'-7

4
3'

-1
1 4

4'-10

4 2'
-7

4
7'

-0
½

4
40'-9½

1¼
 -U

P

1¼
 -D

N

1¼
 -U

P

6'-8½

6'
-8

6'
-8

3'
-0

4'
-0

4'
-0

0'-6

0'-6

0'
-6

0'-6

0'-6

1'
-0

1'
-0

7'
-6

13
'-0

12
'-0

12
'-0

15
'-0

15
'-0

15
'-0

15
'-0

15
'-0

15
'-0

15
'-0

15
'-0

1'-0

1'-0

17
'-0

2'
-6

17
'-0

17
'-03'-0

6'
-0

6'
-0

12
'-0

12
'-0

5'
-0

4'
-6

1'
-0

4'
-6

1'
-0

1'
-0

1'
-0

0'-6

1'
-0

1'
-0

0'-6

1'
-0

4'
-6

5'
-6

5'
-6

5'
-6

5'
-6

5'
-6

5'
-6

5'
-6

7'
-6

7'
-6

7'
-6

2'
-0

2'
-0

7'
-6

7'
-6

3'
-0

7'
-6

7'
-6

0'
-5

½

7'
-6

2'
-0

7'
-6

2'
-0

2'
-0

6'-1

7'
-6

7'
-6

2'
-0

9'
-0

9'
-0

9'
-0

9'
-0

4'
-01'
-0

1'
-0

1'
-0

1'
-0

1'
-0

3'
-0

3'
-0

3'
-0

4'
-6

4'
-6

4'
-6

3'
-0

4'
-6

7'
-0

1'
-0

1'
-0

1'
-0

1'
-0

7'
-0

4'
-0

7'
-0

4'
-0

7'
-0

7'
-0

1'
-0

1'
-0

1'
-0

1'
-0

7'
-0

7'
-0

1'
-02'

-6

2'
-6

2'
-6

6'
-0

6'
-0

2'
-6

2'
-6

5'
-0

5'
-0

2'
-6

5'
-6

2'
-6

5'
-0

5'
-6

5'
-0

0'
-6

0'
-6

7'
-0

0'
-6

7'
-0 17

'-0
17

'-0

0'
-6

4'
-6

4'
-7

2'
-0

4'-0

4'-0

5'
-0

5'
-0

2'
-0

8'
-5

½

6'
-1

1

6'
-0

6'
-0

5'
-6

5'
-6

1'
-0

1'
-0

2'
-0

2'
-0

1'
-01'
-0

4'
-9

4'
-9

0'
-8

½

3'-2

0'
-6

9'
-8

½

7'
-6

½

9'
-8

½ 1¼

7'
-6

7'
-6

8'
-5

½

0'
-6

7'
-6

0'
-6

7'
-67'
-6

5'
-6

0'-7

1'
-4

5'
-6

6'
-1

0

6'
-6

5'
-6

5'
-6 6'
-6

3'
-0

0'
-6

16'-0

0'
-6

0'-6

0'-6

0'
-6

11
'-51¼

5'-6

5'
-6

5'
-6

2'
-6

3'
-6

1¼ 7'
-6

½

0'-6

1¼ 5'
-3

1¼ 5'
-3

1¼ 8'
-0

½
1¼ 8'

-5

1¼
3'-10

1¼ 10
'-1

1

1¼
4'-0½

1¼
3'-7

1¼
1'-0

1¼
9'-10½

1¼
2'-2

1¼
2'-5½

1¼ 5'
-5

1¼
9'-8½

1¼
3'-6

1¼
3'-3½

1¼
9'-6½

1¼
1'-9½

1¼
6'-10

1¼
12'-10½

1¼
8'-2½

1¼
9'-5

1¼
1'-0

1¼
3'-3½

1¼
7'-8

1¼
4'-4

1¼ 2'
-9

½
1¼ 4'
-4

½

1¼
1'-11

1¼
3'-6

1¼
6'-0

1¼
8'-6

1¼
2'-5½

1¼
8'-6

1¼
0'-10

1¼
4'-10½

1¼
8'-6

1¼
9'-5½

1¼ 6'
-8

1¼ 5'
-5

1¼
8'-10

1¼
3'-10

1¼
3'-2½

1¼
3'-6½

1¼
10'-3

1¼
9'-11

1¼
8'-10

1¼
5'-9

1¼
3'-6½

1¼
7'-8

1¼
8'-6

1¼
15'-9

1¼
5'-2½

1¼
4'-4

1¼
4'-4

1¼
4'-0½

1¼
1'-9½

1¼
6'-0

1¼
8'-6

1¼
9'-10½

1¼
1'-1½

1¼
13'-5½

1¼
12'-5½

1¼
4'-6

1¼
8'-0

1¼
9'-5½

1¼
9'-5½

1¼
2'-2½

1¼
4'-4

1¼
15'-9

1¼
8'-6

1¼
5'-11

1¼
13'-5½

1¼
13'-5½

1¼
4'-4

1¼
4'-4

1¼
4'-0½

1¼
4'-4

1¼
5'-11

1¼
3'-7

1¼
4'-1

1¼
0'-10

1¼
7'-3

1¼
6'-0

1¼
13'-2½

1¼
6'-6

1¼
3'-6½

1¼
3'-8

1¼
12

'-7
½

1¼
9'-11

1¼ 8'
-01¼ 8'
-0

1¼
3'-7

1¼
7'-11½

1¼
3'-0

3'-03'-0

4'
-0

4'
-0

6'-0

4'
-0

4'
-0

2'-0

6'
-0

6'
-0

12'-0

4'
-0

4'
-0

2'-0

1¼
 -U

P

1¼
 -U

P



- Site Map - 

4"                           15'-0
6"                           15'-0

CADDY 37 Eyelet or similar

2"                           12'-0

Swivel Ring

Washer

Rod

1"                           12'-0

All

Standpipe Hanger DetailPipe Size       Max Hanger Spacing

2½"                        15'-0

Lag Bolt

3"                           15'-0

1¼"                        12'-0

Thread

1½"                        12'-0

Hanger Schedule for Steel Pipe

Steel Pipe

from finished ceiling

1" Threaded Outlet

ADJUSTMENT 1/8"

2-1/4" DIA.

1-1/4" (31,8 mm)

1/2" (12,7 mm)

1" Drop  COJ

PLATE1/2" [13mm]

Pendent Sprinkler

1/4" (6,4 mm)

Finished Ceiling

(57,2 mm)

2-7/8" DIA.

MAX. COVER

(73,0 mm)

Note:  All Sidewall Sprinkler to be 12" max  

1" (25,4 mm)

(3,2 mm)

MOUNTING

Recessed Sprinkler Detail

10'-0

4'-0

< 100 psi

  --  ALL CPVC Piping to be < Solid >

> 100 psi

"N"
max

Two Point of Restraint -- "M"

1½" - 3"

4'-0

7'-0

5'-0
¾"

6'-0

Distance

2'-0
1¼"1¼"

Any
max

"N"

- All sprinkler material to comply with NFPA Standards. -

1'-0

Nominal Pipe Size

- Tolco Fig 24 -

0'-9

1½" - 3"

25'-0

1'-4

One Point of Restraint -- "N"
< 100 psi

3'-0
1"

¾"

5'-0

0'-9

 CPVC Pipe Hanger Details

  --  ALL Steel Piping to be < Dashed >

1"

2'-6

max

- Tolco Fig 23 -
- Tolco B3184 -

1'-0

Nominal Pipe Size

5'-0

5'-0

1'-0

0'-6

"M"

> 100 psi

7'-0

- All sprinkler material to comply with NFPA Standards. -

  --  ALL CPVC Piping to be ¾"  UNO --

  --  ALL CPVC Piping to be ¾"  UNO --

    Supply Flow Test Data    
Test Conducted By Lee's Summit H20
Date of Test 1/24/2024
Location 5801 W 115th St
Hydrant Numbers 110010216
Static Pressure 86.000
Residual Pressure: 78.000
Flow 2000.00

Sprinkler Legend
Symbol Make SIN Quantity -K- Type Size Response Finish Temp Note

Victaulic V3510 20 5.6 Horizontal Sidewall 1 Quick White RAL 9010 175°F 14' x 14'
Tyco TY2335 16 4.4 Horizontal Sidewall 1 Fast White RAL 9003 155°F
Viking VK486 196 4 Horizontal Sidewall ½ Fast White Polyester 175°F 16' x 18'
Viking VK468 99 4.9 Pendent ½ Fast White Polyester 175°F 18' x 18'

Total = 331

Top of Deflector

2-1/4" DIA.

PLATE

Mounting Surface

(73,0 mm)
2-7/8" DIA.

Horizontal Sidewall Detail

(57,2 mm)

MOUNTING

- 1
9,7

75
 ft

² -
 

- Blue Parkway - - 19,775 ft² - 

- 5,268 ft² - 

- 1
9,775 ft²

 - 

- B
uild

ing 1
 - 

- Blue Parkway - 

- Building 4 - 

- B
ui

ld
in

g 2
 - 

- 19,775 ft² - 

- Building 3 - 

- S
he

na
nd

oa
h 

Dr
 - 

- Clubhouse - 

- Unheated Attic Space-

- Upper Level Balcony Protection Detail --

- VS1 Dry Flexible Sprinkler --

8'-
0

N

S

W E

 ** All Exposed Piping to be Steel - UNO **

-- 
Se

e 
Fl

oo
r 

V
al

ve
 D

et
ai

l -
-

ALT 3

UNIT A1

ALT

UNIT A1

STUDIO

UNIT B4

UNIT A1

UNIT A1

UNIT A1

UNIT A1UNIT A1

UNIT A1

UNIT C1

STUDIO

UNIT B2

UNIT A1

UNIT A1

UNIT A1

UNIT B2

UNIT B2

UNIT A1

UNIT B3

UNIT B4

UNIT B3
UNIT B2

UNIT C1

UNIT A1

STUDIO

STUDIO

UNIT A1 UNIT A1

STUDIO

#318

#404

#304

#309

#410#406

#413

#305

#403
#411

#312

#313

#412

#316

#307

#306

#303

#402

#301

#405

#314

#311

#409

#315

#407

#408

#317

#308#302

#401

STO 27

CLOSET

STO 26

STO 23
STO 24

STO 25

MEP

UNIT B2-A
#310

ST
AI

R 
A

ST
AI

R 
B

ST
AI

R 
B

ST
AI

R 
A

795

DRAWING NUMBER

      - NFPA 25 for maintenance 

8. All painting of sprinkler pipe to be by others.

      All Residential Piping to be CPVC.

12. All piping at exterior wall penetrations to be Galv w Galv plate.
NC-1429

Hang CPVC Piping on Bottom Truss

TOTAL HEADS FOR JOB

      -NFPA 13R 2016  & NFPA 14 2016

All Open Web Wood Joists 

-NTS

10'-0

2'-6

REVISIONS REVIEWING AUTHORITY

CONTRACT NUMBER

6. All electrical wiring to be by others.

SCALE

-NFPA 13R - Garage Door Code Section

-06-18-2024-

--CPVC Pipe Hanging Detail 

GENERAL NOTES

Graphic Scale:

-NFPA 13R - Ordinary Hazard Code Section

      All Threaded piping to be SCH 40.

5'-0

13. - All Control Valves to supervised -- 

2.   All Grooved piping to be SCH 10.

5'-0

-NFPA 13 - Combustible Stairs Code Section

1. This design is based upon the owner's acceptance of 

3.  All sprinkler material to comply with all local requirements and applicable NFPA Standards.

9. All patching and/or painting of penetrated drywall and masonry walls to be by others.

JJR

1/8" = 1'-0

FP 3 of 3
-06-18-2024-

25'-0
7. All underground work to be by others

Pendent Sprinkler Heads

1'-0

LS Codes
DATE

DRAWN BY

10. Building to be provided with adequate heat to prevent piping from freezing.

Ceiling Assembly

DESCRIPTION

4. Continuous central monitoring of sprinkler systems per NFPA 72 to be by others.
DATE DRAWN

11. All marking or labeling of sprinkler piping to be by others.

-NFPA 13R - Shadow Area Code Section

2840 SE Blue Pkwy

Suite 101

- Streamline Construction -
Fire Protection Plan

FAX (913) 888-0618

< Submittal >Fire Protection Plan

Lee's Summit, MO  64063

Building 1.2.3.4

NORTH KANSAS CITY,  MO  64116
PHONE (913) 888-0647

130 W 9th Ave

-Residences @ Blackwell -

Contract with:

Alliance Fire Protection

-- 3rd Floor Fire Protection Plan

-- 4th Floor Fire Protection Plan

**Air Venting shall be provided for each system, per NFPA.**
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    Hydraulic Information    
 Remote Area 4th Floor - 13R

OCCUPANCY CLASSIFICATION Residential
DENSITY (gpm/ft²) 0.10 for 438ft² (Actual 417ft²)
TOTAL HOSE STREAMS 100.00
TOTAL HEADS FLOWING 4
K-FACTOR 4
TOTAL WATER REQUIRED 167.81
TOTAL PRESSURE REQUIRED 74.120
SAFETY MARGIN (psi) +11.799 (13.7%)
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