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MITCHEL RAY GARRETT - ARCHITECT
MO# A-007541

A6.1

TRASH/TIRE
ENCLOSURE

DETAILS 

T.O. MASONRY
EL: 108'-0" ABOVE SLAB

SLAB
EL: 100'-0"

VARIES, SEE PLAN
GALVANIZED METAL COPING
WITH CONCEALED FASTENERS
PAINT PT-17, TYP.

SPLIT FACE CMU,
CMU-1

3'-6" X 7'-6" ENCLOSURE GATE
WITH PRIME PAINTED METAL
DECK, REF SPECS. ON GALV.
STEEL FRAME AND BRACING,
PAINTED PT-20. PROVIDE LATCH
PER DETAIL 17/A6.1

T.O. MASONRY
EL: 108'-0" ABOVE SLAB

SLAB
EL: 100'-0"

GALVANIZED METAL COPING
WITH CONCEALED FASTENERS
PAINT PT-17, TYP.

SPLIT FACE CMU, CMU-1

T.O. MASONRY
EL: 108'-0" ABOVE SLAB

SLAB
EL: 100'-0"

GALVANIZED METAL COPING
WITH CONCEALED FASTENERS
PAINT PT-17, TYP.

SPLIT FACE CMU, CMU-1

17
A6.1

PROVIDE SUPPORT WHEEL
FOR EA. GATE LEAF.

T.O. MASONRY
EL: 108'-0" ABOVE SLAB

SLAB
EL: 100'-0"

17
A6.1 SIM.

VARIES, SEE PLAN

SCALE:
TRASH/TIRE ENCLOSURE ELEV.7

A6.1 1/4"=1'-0"SCALE:
TRASH/TIRE ENCLOSURE ELEV.6

A6.1 1/4"=1'-0"

SCALE:
TRASH/TIRE ENCLOSURE ELEV.4

A6.1 1/4"=1'-0" SCALE:
TIRE ENCLOSURE ELEV.5

A6.1 1/4"=1'-0"

TYPICAL TRASH/

SPLIT FACE CMU,
CMU-1

GALVANIZED METAL COPING
WITH CONCEALED FASTENERS
PAINT PT-17, TYP.

ENCLOSURE
GATE

19
'-4

" O
VE

R
AL

L

7 1/2"

4'-0"4'-0" 2'-4"

3 1/2"
14'-10"

4'-0"2'-4"

7 1/2"

3 1/2"

15'-5"

1'-3 1/2"

ENCLOSURE
GATE

SCALE:
TRASH/TIRE ENCLOSURE PLAN1
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4 THUS, SIM.

6
A6.1
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4
A6.1

5
A6.1TYP.

16
A6.1

CAP TYP.

22
A6.1

22
A6.1

1'
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2 YD DUMPSTER 8YD DUMPSTER

USED TIRE
STORAGE
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6" CONCRETE
SLAB, REF
STRUCTURAL
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SCALE:
TRASH/TIRE GATE ELEVATION17

A6.1 3/4"=1'-0"

1'
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"

6"

PROVIDE 1 1/4" ROUND HOLE x 2" DEEP IN
CONC. SLAB TO RECEIVE GATE BOLT AT
CLOSED & FULLY OPEN POSITIONS

1 1/4" O.D. STEEL PIPE W/ (1) 1/8" WIDE x 8"
LONG SLOT CUT IN PIPE. WELD GATE BOLT
TO GATE FRAME

GRADE

ROD GATE BOLT 1" Ø  SOLID STEEL

PROVIDE SUPPORT WHEEL FOR EA. GATE
LEAF. REF SPECS

NOTES:
1. GATE BOLT TO BE OPERABLE FROM EXTERIOR
2. PROVIDE ONE LEFT HAND SIDE GATE, ONE RIGHT HAND SIDE GATE

2"X2'X1/4" GALV.
STEEL FRAME
(TYPICAL)

2"X2"X1/4" GALV. STEEL
BRACING BEYOND (TYPICAL)

LATCH AT 48" AFF, REF SPECS

 FIELD VERIFY WITH OPENING

STEEL TUBE
PAINT PT-20

HEAVY-DUTY BARREL
HINGE WELDED TO GATE
FRAME AND SPACER BARS
FENCE POST
REF SPECS

2"LX7"HX1"THK STEEL
SPACER BAR. FILLET WELD
ALL AROUND TO FENCE
POST
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PRIME PAINTED METAL DECK,
REF SPECS. PAINTED PT-20

ALL STEEL CONNECTIONS
TO BE WELDED, UNO

METAL DECK SHALL BE
WELDED TO STEEL FRAME

NOTE:
ALL EXTERIOR GATES
NEED THE ABILITY TO
BE LOCKABLE

FINISH GRADE/ PAVING/
SLAB - SEE PLAN AND
CIVIL DRAWINGS

CONCRETE SLAB, REF
STRUCT

16
A6.1

NOTE :
SEE  CIVIL DRAWINGS
FOR ADDITIONAL
INFORMATION.

SCALE:
MASONRY SECTION22

A6.1 3/4"=1'-0"

1"

T.O. SLAB
SEE CIVIL DRAWINGS

T.O. MASONRY
EL: VARIES SEE ELEVATIONS

SPLIT FACE CMU, REF
STRUCT.  FOR
REINFORCEMENT

CONCRETE FOOTING,
REF STRUCT

SCALE:
MASONRY CAP DETAIL16

A6.1 3"=1'-0"

TRASH ENCLOSURE

1/2
"

GALVANIZED METAL
COPING WITH
CONCEALED
FASTENERS PAINT

PRESSURE TREATED  2X
WOOD BLOCKING

1/2" Ø ANCHOR BOLT @
48" O.C. COUNTERSINK

#5 CONTINUOUS

SEALANT BOTH SIDES

CONTINUOUS
METAL CLEAT

SPRING LOCK

SLOPE

T.O.M. 1 
1/

4"

4" 1/2
"

PRESSURE TREATED  2X
WOOD BLOCKING

#5 CONTINUOUS

SEALANT BOTH SIDES

CONTINUOUS
METAL CLEAT

SPRING LOCK

SLOPE

T.O.M. 1 
1/

4"

PROVIDE TOP COURSE
SPLIT FACE CMU BOND
BEAM
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